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Mechanical Write Protect Switch

A mechanical sliding tablet on the side of the card can use for write protect switch. The
host system shall be responsible for this function.

The card is in a “Write Protected” status when the tablet is located on the “Lock position.
The host system will not write nor format the card in this status.

The card is in a "Write Enabled” status when the tablet is moved to the opposite position
(Un-Lock).

(Please refer the figures below for the tablet polarity.)
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Combo card pin Assiqument
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Combo card-pins Definition

SD Mode

PIN NO NAME TYPE DESCRIPTION
1 CD / DAT3 I/O/PP Card Detect /| DATA Line [Bit 3]
2 CMD PP Command / Response
3 VS51 S Supply voltage ground
4 VDD S Supply voltage
5 CLK | Clock
6 VS82 S Supply voltage ground
T DATO /O/PP DATA Line [Bit 0]
8 DAT1 I/O/IPP DATA Line [Bit 1]
9 DAT2 I/O/PP DATA Line [Bit 2]

SPI Mode

PIN NO NAME TYPE DESCRIPTION
1 CS I CHIP Select(Negative true)
2 Di | DATA IN
3 VS51 S Supply voltage ground
4 VDD S Supply voltage
5 SCLK I Clock
6 V352 S Supply voltage ground
7 DO O/PP DATA OUT
8 - - Reserved (*)
9 - == Reserved (*)

Note: 1) S:powersupply ;|l:input; O : output ; PP : push-pull drivers
2) The DAT line for read - only cards is output only (The card stack initialization uses only the CMD
channel and is therefore compatible for all cards.

3) *: Host side should pull up these signals with 10-100k ohm resistance in the SPl Mode









